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Uudet X5-palvelimet

ex4

exb

(

X4-teknologia
ainoastaan 4xCPU-
palvelimissa

N

X5 laajentaa malliston myds pieniin 2xCPU rakki- ja
korttipalvelimiin

Skaalautuvat 4U palvelimet jare&dan
tietokanta- ja virtualisointikayttoon

x3850 X

E—

4U / 4 kantaa

Tehokkain ja skaalautuvin 2U-palvelin

x3690 X5
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x3690 X5 ja MAX5
x3690 X5

16 DIMMs on
system planar
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X3690 X5 Ja. MAX5 External
x3690 X5 i
16 DIMMs on

system planar

MAXS

32 DIMMs
on MAXS

HHEH
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Yhteinen hallintamoduuli
IMM = Integrated Management Module

« Laaja toiminnallisuus yhdella piirilla

=  BMC / RSA-II toiminnallisuus

e IMM
= Integroitu nayténohjain
= Etakonsoli (osassa palvelimia optiona) lﬁ?z_o

- SuperlO Devices  py core

Super 1/0

= Yhteinen hallinta-arkkitehtuuri -
= Yhteinen IMM-firmware! ,iEySp -

IMM voi paivittaa muita palvelinkomponentteja Video Video I\Dﬁgzw

Controller

Controller Comp.

« Lisdhyodyt
= Ei erityisia IBM-ajureita
= Parannettu virheiden kirjaaminen

= Voidaan konfiguroida paikallisesti tai etaalta Komponentit

MIPS 4KEc 300MHz 32-bit Processor
] BMC I/O

« Etakonsoli Matrox G400 Video Core
DDR2-250MHz Memory Controller

=  Premium-versiossa mukana
lum-versiossa mu USB 1.1 and 2.0 Configurable Peripherals

= Standard-versio voidaan paivittda premiumiin | },J' Hardware Digital Video Compression
- Ei tarvita FW-péivityksia e
paivity "T];r ﬂ‘ﬂ i 1 128-bit AES Hardware Encryption Engine
m = ' 1 Super I/O
el

3

13

13



System x® and BladeCenter®

v

Memory ProteXion™ Luotettava

laitteisto

Miksi on tarkeda?

v Muistin luotettavuus kriittistd, varsinkin high-end-jarjestelmissa.

Hyodyt

v Nelinkertainen muistin varmennus verrattuna markkinoiden
standardiin.

v Erinomainen muistin toimintavarmuus

v MAX5 8G DIMMeilla on luotettavampi kuin markkinoiden keskiverto
palvelin, 16G palvelin ja 16G DIMM

Miten toimii?

v Integroituna eX5 kanssa ja seka helposti saatavien DIMMien
kanssa.

Nehalem EP kaatuu kahdesta huonosta bitista,
jotka ovat eri DRAM:eista

Nehalem EX tukee SDDC+1:std molemmilla x8 ja
x4 DIMMeilla. Jarjestelma pysyy kaynnisséa yhdella
huonolla DRAM:illA ja toinen virhe korjataan.

eX5 ja Memory ProteXion™ pysyy kdynnissa
ja loytaa virheet kahdella taysin vioittuneella
DRAM:illa

Intel EP

Intel EX

eX5 (MAX5)

14
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IBM VMControl seuraa laitteistoa ja
automatisoi tyokuormien liikkeet, ennen
mahdollista laitteiston kaatumista

VMControl tarjoaa:

v Yhden tydkalun fyysisten ja virtuaalisten palvelinten
hallintaan.

v System Director -automatisaatio yhdistaa fyysiset varoitukset
VMwareVMotion™ - ohjelmaan

v VMControl Express, Systems Director lisdosa ladattavissa

IImaiseksi
SyStemS ﬁ VI\C/IWtare
Director VEENLEr
Palvelin »
- I

Systems

I
VM Control Director
Express Agent

Virtuaali- § Virtuaali- Virtuaali- [ Virtuaali-
Kone kone ,, kone Kone

Viisas ohjelmisto

15
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Active Energy Manager

Tarjoaa kattavan kuvan tehosta Data Centerissa.

1BM" Systems Director Welcome Administrator Help | Logour TE
( Ener... X ' Navigat Trend Data(]
| sctve Eowr.. % G 00 1gm- Systems Director Wielcome Administrator Help | Legoit IEM.
. ¥ [ selectadion — =l
ActiraEnuio Rl Navigate Bei, K| Trand Data(1) X W(EnSiey Cortis % elect
Trend Data 70
Actlve Energy Manage Target: [18Mm 7978 €3U KQBRMZ? =] _erowse. |
Work vith power-managed resources, View rec Tiene pariod; [oasmwanh B Sustor sestiogs
tasks in response to power and environmenta
Chart: aptions
Show Trend Data
Status —
Top S highest average input pow B Systems Diractor s oy tete | tegese TEM.
Today
2,880W Power Module Slat 1 e 0N [ohardon— =
Slam i e wdnic Active Ener., X | Navigate Re.. % Tiend Dataif) % | Energy Cost.. X Select Actio
IBM* Systems Director

—_—

- Active En: Havigate Re... X

Energy Cost Calculator

-

Target

To display metered energy and its coresponding cost, choose 3 target resource and time period, If the resource cost properties have ot been set, use the cost
properties link to set them before calculating the cost.

Re
Active Energy Manager Resoui Target: [1em 7978 cau kQerMZ? =] [ Browse.. | cost properties
LIRS SEu ek =] Custem settings
[H em 7241350 9 et =
[ 1em 7241 350 5
[ 1em 7241 2rRUK Energy
IBM 7141 2RU K
| F [Hemrerscsuk
[H 1M 7979 Gsu K
Hxerss-kn b
Roses N gt 002 AR e
[H xass0 -

N

[ 18M 7141 zRUK

[ 1M 7242 2RUK
[EPDU Rack 2
PO Rack 1

—I_l_l_l-l_l—l_l—l_lfl_lj_l_ll

Energy Cost
@l 18m 8886 AC1 K Errgy-ptica 0.0
Bl 1em 8852 axU K Cooling rate multiplier: 1.9

[ Nameplate energy cost: $23.52

Matered energy costi  $10.07

|« Page 1 of 2 | » || |1_'

IBM® Systems
Director

18
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Systems Director ja kokonaisvaltainen hallinta

. . Other Systems Enterprise Service
Tivoli. Eoji Management Software aigg e

:

Network Control

Active Energy Manager
VMControl SystemPools

Service & Support Manager @
Addiional Blud lns

Transition Mgr for HP. SIM
VMControl Image Manager

WEPAR Managet
Additional Plug-lus

3ase Systems

Automation Update System x & Blade Center

M Systems Status Remote Access System z

Director Virtualization Core Director Services Power Systems
Discovery Configuration Storaane Confiauration

'm Managers

Network Management

Resource
Management

Managed virtual and
physical
environments

' IBM TotalStorage

Hardware
IBM and non-IBM
- < hardware
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VMready Switch

VMready Switch

. Hypervisor Neutraali | (&) vmware J¥ 2KVIM Xen

- Integroitu VMware vCenter kanssa
- Ohjelmistolisenssi sisaltaa RackSwitchin

22



.||
oy
e
NS

System x® and BladeCenter®

5

VI\/IreadyT'V' Edut

Enterprise Data Center Network Virtualization

— VM Detection : Automaattisesti I6ytaa ja tunnistaa virtuaalikoneet.
— VM groups — Ryhmittelee samanlaiset virtuaalikoneet hallintatehtavien helpottamiseksi
— NMotion™ - Automaattiset migraatiot virtuaalikoneille, verkon kokoonpanon yllapitamiseksi

* Vendor Neutral
— VMready toimii kaikkien tarkeimpien virtualisointituotteiden kanssa.

) u'H AKVM Xen oracLe

* Integraatio VMware vCenter kanssa

— Pystyt hallitsemaan VMready Switchia ja ESX VSwitchia yhdella hallintaruudulla
— Paljon VM informaatiota esilla, kuten esimerkiksi IP osoite, VM nimi ja ESX palvelimen sijainti
— Automaattisesti konfiguroi VSwitch:n, kayttamalla RackSwitch Network konfiguraatiota.

« Edullinen— Software lisenssin mukana RackSwitch
« Software toimii kytkimella, ei palvelimet.

« Raportointi ja Auditointi

— VMready tunnistaa VM liikkkumisen ja raportoi asiasta.
— Liikenne VM:n kautta voidaan auditoida.
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Open Fabric Manager - Basic

BladeCenter

_I QLogic, Cisco, Brocade Switch Module

Fibre Channel World Wide Names
are assigned to blade slot by AMM

26
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v

Open Fabric Manager - Basic

BladeCenter

i 3
l:l QLogic, Cisco, Brocade Switch Module Fibre Channel World Wide Names
are assigned to blade slot by AMM
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Sde: Deploymentddade Easy

Mik& on Open Fabric Manager?

* BOFM Basic: Advanced Management Module based Firmware Option

I/O- osoitteen antaminen bladen kaytt6onottoon ja uudelleenkayttoon.
Slot-based I/0O-osoitteen antaminen — Enet MAC, FC WWNSs, SAS WWNs, FC boot targets ja

SAS boot targets
Valmiiksi annettu I/O-osoite mahdollistaa LAN/SAN- konfiguraation ennen raudan asennusta.

r

- Automaattisesti palvelimen vaihdossa (aka blade rip/replace)

= BOFM Advanced Upgrade: Lisatoiminnot
I/O osoitteen antaminen plus saantdihin perustava automaatio
> Luo valmiudessa olevia bladevarastoja - Event Action Plans
~ Tarjoaa I/O-parametrin ja VLAN-liikkuvuuden valmiudessa

oleviin bladeihin,jos blade kaatuu
Katsokaa tata kuviota!

28




1) Blade x kaatuu kehikossa 6

2) OFM kaynnistaa
varapalvelimen 1/O maaritylyredc.

3) Blade y kehikossa 40
vastaanottaa blade x:n 1/O
maaritykset

asietoisuutta

30
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Storwize V7000 Virtualization

32
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Storwize V7000 — Built on Virtualization
Servers
- 3
Storwize V7000 Storwize V7000 Storwize V7000
Virtualized Virtualized Virtualized
Storage Pools Storage Pools Storage Pools
A
A A
E=—= &=————= C,’i’_; =2 == \1/
Humji 2] | n Hf ; @ [ External Array J
&) 2 [ Ssee
Internal External Migrate

» |ncreases disk utilization

and reduces hot spots

* |mproves administrative
productivity by up to 2X

= External arrays inherit all
Storwize V7000 functions

= Extends life of existing
storage arrays

= Optional feature

= Migrate external LUNSs to
Storwize V7000

= Thin or fully provisioned
target volumes

= |ncluded at no cost

See https://www-304.ibm.com/support/docview.wss?uid=ssg1S1003798 for the list of supported external storage arrays
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Storwize V7000 and VMware® Integration

Production Site Recovery Site

Storwize V7000 vCenter Plug-In

» VVolume provisioning and resizing
» Display Storwize V7000 general and

VMware vCenter™ VMware vCenter™

Storwize V7000 Storwize V7000

Plug-In Plug-In
volume specific information
= Receive Storwize V7000 events & alerts 2on| [aoe| [Aen] [Aop 2on| [aoe| [Aep] [Aop
OS||OS||OS||OS OS||[OS||OS| |OS
SRM Storage Replication Adapter 5 5
» Storwize V7000 coordinates recovery smrwizg V7000 Storwiz‘e' V7000
activities with VMware Site Recovery ﬁ
Manager (SRM) - —

VMware vStorage for Array Integration (VAAI)

» Hardware Assisted Locking — offloads VMFS locking mechanism to Storwize V7000
» Full Copy — uses Storwize V7000 volume cloning
» Block Zeroing — uses Storwize V7000 to zero out new volumes
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